
Underground and aboveground 
adblue stockage tanks

Quality and safety _
The latest technologies for the production of tanks based on 
years of experience and qualifications of the staff engaged 
in the production process from the engineering department, 
through logistics, quality control and production, ensure the 
finest quality of tanks and the safety of storing harmful and 
hazardous substances for humans and environment.

Technical characteristics _
  Made in accordance with EN 12285-1

  Material is certified carbon steel S235JRG2 or stainless 
steel AISI 304 

  Preparation of the external surface of tank sheets - 
abrasive blasting with the cleanliness degree of Sa 2.5 
according to PN-ISO 8501-1

  Polyurethane topcoat ENDOPRENE ensuring resistance to 
electric breakdown up to 14kV

  The special coating protects the internal surface of carbon 
steel storage tanks against AdBlue

  Depending on the option, single and double wall storage 
tanks are produced

  Double wall tanks are adapted to wet, dry, vacuum and 
excessive interstitial space control method depending on 
the option

Destination

AdBlue storage



Ekonstal  Sp. Z o.o. Sp. K.

Ul. Słoneczna 30 
88-230 Piotrków Kujawski - Poland 
Tel./fax  +48 54 265 49 11

www.ekonstal.pl 
ekonstal@ekonstal.pl

Standard equipment of tank _
  DN600 manhole cover with a gasket, steel AISI 304  

  DN25 suction hose for AdBlue pump and reducing tee for 
bypass (up to 3 pcs per manhole cover), steel AISI 304 

  DN50 measuring pipe, steel AISI 304

  Breathing pipe, steel AISI 304  

  Spare pipe (plug), steel AISI 304

  DN80 deluge pipe ended with a collar, steel AISI 304

  DN100 or DN80 electronic measuring pipe, steel AISI 304

Functionality and comfort _
It is possible to adapt one of chambers in case of multi-
chamber fuel tanks to be used as an AdBlue chamber.

The range of tank diameters _
From 1 m to 4 m

The range of tank capacity _
From 1 m3 to 300 m3

Exclusive 
distributor

Ferrero S.p.A.

Via Pancalieri, 1 
12030 Casalgrasso [CN] - Italy 
Tel. +39 011 975 777

info@ferrero-industrial.com 
www.ferrero-industrial.com
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https://ferrero-industrial.com/en

